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Purpose: 
Designed to fit tightly around pre-framed wood or metal stud 
walls. 
 
Industry Standards: 
ANSI A250.6 Recommended Practice for Hardware Reinforcing 
ANSI A250.10 Test Procedures & Acceptance Criteria for Prime 

Painted Steel 
HMMA 860 Guide Specifications for Hollow Metal Doors & 

Frames 
SDI 111 Recommended Details for Standard Steel Doors, Frame, 

Accessories & Related Components 
 
Fire Rating: See “Fire Rating” Section for More Details 
Up to and including 90-minutes, 4’-0” x 8’-0” max 
UL 10C, UL9, UL 1784 
 
Warranty: See “Warranty” Statement for More Details 
One Year (365 days) from the date of delivery  
 
Jamb Depth: 

 3” min & no max  
 
Stop Height: 

 5/8” (standard) 
 Special Heights Available Contact Support 

 
Rough Opening: 

 RO Width = Opening Width + 1” to 1-1/4” overall 
 RO Height = Opening Height + 1/2” to 5/8” overall 

 
Material Gauges: 

 16 Gauge (0.053 min) (standard) 
 14 Gauge (0.067 min) 

 
Material Type:  

 Cold Rolled Steel (ATM A1008) 
 A60 Galvannealed (ASTM A653) 
 G90 Galvanized (ASTM A653) 

 

Welding Options:  
 Full Profile Welded (CW) 

 
Anchoring:  

 #8 Screw to attach back frame 
 1/4" Screw to attach hardware section 
 Attachment screws provided by customers. 

 
Wall Types: (Returns) 

 Masonry (Single 1/2” Return—7/16” at 5-3/4”) 
 Drywall (Double 1/2” Returns) 

 
Profiles: See “Frame General” Section for Details  

 Masonry Split Profile (MSP) 
 Drywall Split Profile (DSP) 
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