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Industry Standards: 
ASTM E330-14 Standard Test Method for Structural Performance of 

Exterior Windows, Doors, Skylights, and Curtain Walls by 
Uniform Static Air Pressure DiƯerence. 

ASTM E331-00 Standard Test Method for Water Penetration of 
Exterior Windows, Skylights, Doors, and Curtain Walls by 
Uniform Static Air Pressure DiƯerence 

ASTM E1886-13 Standard Test Method for Performance of Exterior 
Windows, Curtain Walls, Doors, and Impact Protective Systems 
Impacted by Missile(s) and Exposed to Cyclic Pressure 
DiƯerentials. 

ASTM E1996-14 Standard Specification for Performance of Exterior 
Windows, Curtain Walls, Doors, and Impact Protective Systems 
Impacted by Windborne Debris in Hurricanes. 

 
Fire Rating: See “Fire Rating” Section for More Details 
Up to and including 3-Hour, UL 10C, UL9, UL 1784 
 
Warranty: See “Warranty” Statement for More Details 
One Year (365 days) from the date of delivery  
 
Material Types:  

 Cold Rolled Steel (ASTM A1008) 
 A60 Galvannealed (ASTM A653) 

 
Door Construction: 

 Skin Options: 
o 18 Gauge (0.042 min) 
o 16 Gauge (0.053 min) 

 Polystyrene Core - See Tech 301 (Standard Construction) 
 Top Channel - 16 Gauge (0.053 min) 
 Bottom Channel - 16 Gauge (0.053 min) 
 Flush Doors Only 

 
Frame Construction: 

 Gauge Options 
o 16 Gauge (0.053 min) 
o 14 Gauge (0.067 min) 

 5-3/4” min, 10” max 
 Welding Options: 
o Face Welded (FW) (Standard) 
o Full Profile Weld (CW) 

 Anchoring Options: 
o Metal Stud Anchors (MSA) 
o Wood Stud Anchor (WSA) 
o Masonry Wire Anchor (MWA) 
o Masonry T-Anchor (MTA) 
o Existing Masonry Anchor (EMA) 

 

Single Opening Builder’s Hardware: (FL #40948.5) 
 Lock Options 
o PDQ GT Cylindrical Lock 
o PDQ MR Mortise Lock 

 Max Opening Size: 3’-0” x 7’-2” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Handing Options 
o Inswing +50.0/-50.0 (PSF) 
o Outswing +50.0/-50.0 (PSF) 

 
Single Opening Exit Hardware: (FL #40948.3) 

 PDQ 6300R RIM Exit 
 Max Opening Size: 4’-0” x 8’-0” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Outswing +50.0/-50.0 (PSF) 
 
Pair Opening Builder’s Hardware: (FL #40948.8) 

 Active Lock Options 
o PDQ GT Cylindrical Lock 
o PDQ MR Mortise Lock 

 In-Active Surface Bolt Options 
o Hager 275D 
o Ives 5R84 

 Max Opening Size: 6’-0” x 7’-2” 
 2” Face Header Only 
 Outswing +50.0/-50.0 (PSF) 

 
Pair Opening Exit Hardware: (FL 
#40948.2) 

 PDQ 6300V SVR Exit 
 Max Opening Size: 8’-0” x 8’-0” 
 2” Face Header Only 
 Outswing +50.0/-50.0 (PSF) 
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Industry Standards: 
ASTM E330-14 Standard Test Method for Structural Performance of 

Exterior Windows, Doors, Skylights, and Curtain Walls by 
Uniform Static Air Pressure DiƯerence. 

ASTM E331-00 Standard Test Method for Water Penetration of 
Exterior Windows, Skylights, Doors, and Curtain Walls by 
Uniform Static Air Pressure DiƯerence 

ASTM E1886-13 Standard Test Method for Performance of Exterior 
Windows, Curtain Walls, Doors, and Impact Protective Systems 
Impacted by Missile(s) and Exposed to Cyclic Pressure 
DiƯerentials. 

ASTM E1996-14 Standard Specification for Performance of Exterior 
Windows, Curtain Walls, Doors, and Impact Protective Systems 
Impacted by Windborne Debris in Hurricanes. 

 
Fire Rating: See “Fire Rating” Section for More Details 
Up to and including 3-Hour, UL 10C, UL9, UL 1784 
 
Warranty: See “Warranty” Statement for More Details 
One Year (365 days) from the date of delivery  
 
Material Types:  

 Cold Rolled Steel (ASTM A1008) 
 A60 Galvannealed (ASTM A653) 

 
Door Construction: 

 Skin Options: 
o 16 Gauge (0.053 min) 
o 14 Gauge (0.067 min) 

 Steel StiƯened Core - See Tech 303 (Standard Construction) 
 Top Channel - 16 Gauge (0.053 min) 
 Bottom Channel - 16 Gauge (0.053 min) 
 Flush Doors Only 

 
Frame Construction: 

 Gauge Options 
o 16 Gauge (0.053 min) 
o 14 Gauge (0.067 min) 

 5-3/4” min, 10” max 
 Welding Options: 
o Face Welded (FW) (Standard) 
o Full Profile Weld (CW) 

 Anchoring Options: 
o Metal Stud Anchors (MSA) 
o Wood Stud Anchor (WSA) 
o Masonry Wire Anchor (MWA) 
o Masonry T-Anchor (MTA) 
o Existing Masonry Anchor (EMA) 

 

Single Opening Builder’s Hardware: (FL #40948.4) 
 Lock Options 
o PDQ GT Cylindrical Lock 
o PDQ MR Mortise Lock 

 Max Opening Size: 4’-0” x 8’-0” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Outswing +60.0/-65.0 (PSF) 
 
Single Opening Builder’s Hardware: (FL #40948.6) 

 Lock Options 
o PDQ GT Cylindrical Lock 
o PDQ MR Mortise Lock 

 Max Opening Size: 3’-0” x 7’-2” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Inswing +55.0/-55.0 (PSF) 
 
Single Opening Exit Hardware: (FL #40948.1) 

 PDQ 6300R RIM Exit 
 Max Opening Size: 4’-0” x 8’-0” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Outswing +60.0/-65.0 (PSF) 
 
Pair Opening Builder’s Hardware: 
(FL #40948.8) 

 Active Lock Options 
o PDQ GT Cylindrical Lock 
o PDQ MR Mortise Lock 

 In-Active Surface Bolt Options 
o Sargent 988 

 Max Opening Size: 6’-0” x 7’-2” 
 2” Face Header Only 
 Outswing +55.0/-55.0 (PSF) 
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Industry Standards: 
ASTM E330-14 Standard Test Method for Structural Performance of 

Exterior Windows, Doors, Skylights, and Curtain Walls by 
Uniform Static Air Pressure DiƯerence. 

ASTM E331-00 Standard Test Method for Water Penetration of 
Exterior Windows, Skylights, Doors, and Curtain Walls by 
Uniform Static Air Pressure DiƯerence 

ASTM E1886-13 Standard Test Method for Performance of Exterior 
Windows, Curtain Walls, Doors, and Impact Protective Systems 
Impacted by Missile(s) and Exposed to Cyclic Pressure 
DiƯerentials. 

ASTM E1996-14 Standard Specification for Performance of Exterior 
Windows, Curtain Walls, Doors, and Impact Protective Systems 
Impacted by Windborne Debris in Hurricanes. 

TAS 201-94 Impact Test Procedures 
TAS 202-94 Criteria for Testing Impact & Non-Impact Resistant 

Building Envelope Components Using Uniform Static Air 
Pressure. 

TAS 203-94 Criteria for Testing Products Subject to Cyclic Wind 
Pressure. 

 
Fire Rating: See “Fire Rating” Section for More Details 
Up to and including 3-Hour, UL 10C, UL9, UL 1784 
 
Warranty: See “Warranty” Statement for More Details 
One Year (365 days) from the date of delivery  
 
Material Types:  

 Cold Rolled Steel (ASTM A1008) 
 A60 Galvannealed (ASTM A653) 

 
Door Construction: 

 Skin Options: 
o 16 Gauge (0.053 min) 
o 14 Gauge (0.067 min) 

 Steel StiƯened Core - See Tech 303 (Standard Construction) 
 Top Channel - 16 Gauge (0.053 min) 
 Bottom Channel - 16 Gauge (0.053 min) 
 Flush Doors Only 

 
 
 
 
 
 
 
 

Frame Construction: 
 Gauge Options 
o 16 Gauge (0.053 min) 
o 14 Gauge (0.067 min) 

 5-3/4” min, 10” max 
 Welding Options: 
o Face Welded (FW) (Standard) 
o Full Profile Weld (CW) 

 Anchoring Options: 
o Metal Stud Anchors (MSA) 
o Wood Stud Anchor (WSA) 
o Masonry Wire Anchor (MWA) 
o Masonry T-Anchor (MTA) 
o Existing Masonry Anchor (EMA) 

 
Single Opening Builder’s Hardware: (FL #40948.4) 

 Lock Options 
o PDQ GT Cylindrical Lock 
o PDQ MR Mortise Lock 

 Max Opening Size: 4’-0” x 8’-0” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Outswing +60.0/-65.0 (PSF) 
 
Single Opening Builder’s Hardware: 
(FL #40948.6) 

 Lock Options 
o PDQ GT Cylindrical Lock 
o PDQ MR Mortise Lock 

 Max Opening Size: 3’-0” x 7’-2” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Inswing +55.0/-55.0 (PSF) 
 
Single Opening Exit Hardware: (FL 
#40948.1) 

 PDQ 6300R RIM Exit 
 Max Opening Size: 4’-0” x 8’-0” 
 Header Options 
o 2” Face Header 
o 4” Face Header 

 Outswing +60.0/-65.0 (PSF) 
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